
MANUFACTURING SPECIFICATIONS
FOR 48 SWD STOCK SHEETS

  MATERIAL: CARBON STEEL   PROFILE: STANDARD

STYLE WT/SF 
LBS

DESIGN OPENINGS STRAND
OVERALL
THICKNESS

OPEN
AREA

SWD LWD SWO LWO WIDTH THICKNESS
MINIMUM

THICKNESS

1/4” 20* 0.62 0.312 1.000 0.206 0.604 0.072 0.036 0.032 0.130 55%

1/4” 18* 0.84 0.312 1.000 0.192 0.616 0.072 0.048 0.042 0.140 54%

1/2” 20 0.42 0.500 1.200 0.407 0.938 0.072 0.036 0.032 0.140 71%

1/2” 18 0.69 0.500 1.200 0.382 0.938 0.088 0.048 0.042 0.180 65%

1/2” 16 0.85 0.500 1.200 0.372 0.938 0.087 0.060 0.053 0.183 62%

1/2” 13 1.41 0.500 1.200 0.337 0.938 0.096 0.090 0.083 0.212 62%

3/4” 16 0.54 0.923 2.000 0.783 1.750 0.101 0.060 0.053 0.208 78%

3/4” 13 0.77 0.923 2.000 0.760 1.688 0.096 0.090 0.083 0.212 79%

3/4” 10 1.17 0.923 2.000 0.718 1.625 0.144 0.090 0.083 0.300 69%

3/4” 9 1.78 0.923 2.000 0.675 1.562 0.150 0.134 0.127 0.329 67%

1” 16 0.43 1.000 2.400 0.872 2.062 0.087 0.060 0.053 0.183 83%

1-1/2” 16 0.40 1.330 3.000 1.184 2.625 0.108 0.060 0.053 0.221 84%

1-1/2” 13 0.58 1.330 3.000 1.160 2.500 0.105 0.090 0.083 0.228 84%

1-1/2” 10 0.76 1.330 3.000 1.132 2.500 0.138 0.090 0.083 0.288 79%

1-1/2” 9 1.19 1.330 3.000 1.087 2.375 0.144 0.134 0.127 0.318 78%

1-1/2” 6 2.47 1.330 3.000 0.979 2.313 0.203 0.198 0.184 0.452 69%

2” 9 0.88 1.850 4.000 1.603 3.375 0.149 0.134 0.127 0.327 84%

TOLERANCES +/- 10% +/- 10% ABSOLUTE +/- 10% +/- 10% +/- 10% + 10% ABSOLUTE 
MINIMUM +/- 10% NOMINAL

* does not follow ASTM Standard  |  ©2017 NILES INTERNATIONAL



MANUFACTURING SPECIFICATIONS 
FOR 48 SWD STOCK SHEETS

  MATERIAL: CARBON STEEL   PROFILE: FLAT

STYLE WT/SF 
LBS

DESIGN OPENINGS STRAND
OVERALL
THICKNESS

OPEN
AREA

SWD LWD SWO LWO WIDTH THICKNESS
MINIMUM 

THICKNESS

1/4” 20* 0.62 0.312 1.000 0.157 0.772 0.079 0.031 0.026 0.031 55%

1/4” 18* 0.81 0.312 1.000 0.161 0.644 0.079 0.041 0.034 0.041 55%

1/2” 20 0.37 0.500 1.260 0.342 1.000 0.079 0.031 0.026 0.031 68%

1/2” 18 0.61 0.500 1.260 0.306 1.000 0.097 0.041 0.034 0.041 61%

1/2” 16 0.77 0.500 1.260 0.304 1.000 0.098 0.048 0.043 0.048 61%

1/2” 13 1.26 0.500 1.260 0.286 1.000 0.107 0.072 0.066 0.072 57%

3/4” 16 0.47 0.923 2.100 0.701 1.750 0.111 0.048 0.043 0.048 76%

3/4” 13 0.67 0.923 2.100 0.711 1.781 0.106 0.072 0.066 0.072 77%

3/4” 9 1.57 0.923 2.100 0.593 1.688 0.165 0.108 0.101 0.108 64%

1” 16 0.38 1.000 2.520 0.804 2.250 0.098 0.048 0.043 0.048 80%

1-1/2” 16 0.35 1.330 3.150 1.092 2.750 0.119 0.048 0.043 0.048 82%

1-1/2” 13 0.51 1.330 3.150 1.098 2.750 0.116 0.072 0.066 0.072 83%

1-1/2” 9 1.05 1.330 3.150 1.014 2.563 0.158 0.108 0.101 0.108 76%

TOLERANCES +/- 10% +/- 10% +/- 10% +/- 10% +/- 10% +/- 10% + 10% ABSOLUTE 
MINIMUM +/- 10% +/- 10%

* does not follow ASTM Standard  |  ©2017 NILES INTERNATIONAL


